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manuale istruzioni
per uso e manutenzione ser

versione MFR/MAFR

versione DFR

versione PFR

La serie WPT offre pompe per vuoto rotative a palette per
uso agricolo con applicazioni simili a quelle delle serie STAR e
MEC, ma particolarmente adatti per utilizzi gravosi in quanto
dotati di un impianto di raffreddamento ad acqua, con pom-
pa incorporata, che ne permette un utilizzo continuativo. A
richiesta possono essere dotati di impianto di raffreddamen-
to ad acqua su cilindro e flange (versione /MFR, /MAFR, /
DFR, /PFR, /HFR, /GFR, /GAFR).

The WPT series offers rotary blades vacuum pumps for agri-
cultural use with applications which are similar to those of
STAR and MEC series. In particular this series offers rotary
blades vacuum pumps for heavy works as they are equipped
- more than previous series - with a water-cooling system
which through an incorporated pump enables a continuous
use. On request they can be equipped with water-cooling sy-
stem only on the body and flanges (versions /MFR, /MAFR, /
DFR, /PFR, /HFR, /GFR, /GAFR).

La série WPT offre pompes a vide rotative a palettes pour uti-
lisation dans le secteur agricole avec application semblables
a celles des séries STAR et MEC. En particulier la série of-
fre pompes a vide rotative a palettes pour usages durs qu’ils
sont équipés - en addition par rapport aux séries précéde-
ntes - d'une installation de refroidissement par eau qui, par
une pompe incorporée, permet une utilisation continue. Sur
demande ils peuvent étre équipés d’une installation de refroi-
dissement par eau seulement sur le corps et sur les flasques
(versions /MFR, /MAFR, /DFR, /PFR, /HFR, /GFR, /GAFR).

versione HFR

Die WPT Serie bietet Vakuum Derhpumpen mit Lamellen fiir lan-
dwirtschaftliche Verwendung mit ahnlichen Anwendungen an die-
sen von der Serie STAR und MEC aber besonders bietet Vakuum
Derhpumpen mit Lamellen fiir schwere Verwendungen da sie ha-
ben auch eine Wasserklhlungsanlage, durch eingebaute Pumpe,
welche erlaubt eine fortdauernde Verwendung. Auf Anfrage sie
kdnnen eine Wasserkiihlungsanlage nur auf dem Gehduse und
Flansche (Version /MFR, /MAFR, /DFR, /PFR, /HFR, /GFR, /GAFR).

La serie WPT ofrece bombas de vacio rotativas paletas para uso
agricola con aplicaciones totalmente similares a las de la serie
STAR y MEC, pero en particular ofrece bombas de vacio rotativas
paletas para usos intensivos, ya que estan dotados adicionalmente,
respecto a las precedentes, de una instalacion de refrigeracion con
agua, mediante la incorporacion de una bomba, la cual permite un
uso continuativo. A peticion pueden ir dotadas de instalacion de
refrigeracion con agua solo en el cilindro y bridas (version /MFR, /
MAFR, /DFR, /PFR, /HFR, /GFR, /GAFR).

A série WPT oferece bombas de vacuo rotativas paletas para uso
agricola com aplicacGes parecidas as da série STAR e MEC. Mas
oferece sobretudo bombas de vacuo rotativas paletas para usos
mais exigentes pois estes sdo dotados de um mecanismo de arre-
fecimento por agua através duma bomba integrada, o que permite
um uso constante, dantes impossivel, dos bombas de vacuo rotati-
vas paletas. Por encomenda, os bombas de vacuo rotativas paletas
podem ser dotados de um mecanismo de arrefecimento por agua
unicamente no cilindro e nas flanges so (versdes /MFR, /MAFR, /
DFR, / PFR, /HFR, /GFR, /GAFR).



Valvola di sovrapressione di serie
Overpressure valve as series
Soupape de surpression de série
Uberdruckventil als Serie

Valvula de sobrepresion de serie

Valvula de sobrepressao de série

Selettore Vuoto - Pressione @
Selector vacuum - pressure
Sélecteur vide-pression
Waéhler von Vakuum/Druck
Selector Vaci6 - Presion
Selector Vacuo - Pressao

Pompa di lubrificazione
automatica di serie
Automatic lubrication
pump as series

Pompe de lubrification
automatique de série
Automatische
Schmierung als Serie
Bomba de lubricacion
automatica de serie
Bomba de lubrificacao
automatica de série

T

Pompa di raffreddamento

di serie (solo versioni /...FR)
Cooling pump as series

(only versions /...FR)

Pompe de refroidissement de série
(seulement versions /...FR)
Kuhlungspumpe als Serie

(nur fur Version /...FR)

Bomba de refrigeracion de serie
(s6lo versiones /...FR)

Bomba de refrigeracao de série
(unicamente versdes /...FR)

._

Valvola di regolazione vuoto di serie
Depression valve as series

Soupape de depression de série
Unterdruckventil als Serie

Valvula de regulacion del vacio de serie
Valvula de controle vacuo de série

?

Elevata resistenza ad usura

grazie a ghisa ad alta durezza

Big wearing resistance thanks

to cast-iron with elevated hardness
Resistance a l'usure élevée suivant
a fonte avec dureté élevée

Hohe Festigkeit zu Abnutzung

fur GuBeisen mit hohe Harte
Elevada resistencia a la usura
gracias a la fundicion de alta dureza
Resisténcia elevada a usura gracas
ao ferro fundido de alta resisténcia

manuale istruzioni
erie WPT, KTS, KPS, KTM, WSM

Foro ispezione palette @
Blades inspection hole
Trou d'inspection palettes
Bohrung fur Prafung Lamellen
Agujero de inspeccién paletas

Orificio inspeccdo palhetas

Raffreddamento ad acqua su

— e corpo e flange (versione /...FR)

Watercooling in the body and
flanges (version /...FR)
Refroidissement par eau sur le corps
et sur les flasques (version /...FR)
Wasserkihlung im Kérper und

in den Flanschen (version /....FR)
Refrigeracion por agua sobre
cuerpo y bridas (version /...FR)
Arrefecimento por 4gua no

corpo e nas flanges (versao /...FR)

Rotore con perni in acciaio riportati

per facilitare interventi di manutenzione
Rotor with steel pins fixed on it to

help maintenance operations

Rotor avec pivots en acier fixés sur le
méme pour aider les opérations d’entretien
Rotor mit stahl Stifte eingebaut auf

Rotor fur leichte Unterhaltung

Rotor con pernos de acero insertados para
facilitar intervenciones de mantenimiento
Rotor com cavilhas de aco instaladas

para facilitar interven¢des de manutengao

WPT PFR
480 - 600 - 720

Palette in materiale speciale resistenti
al calore di serie esenti amianto

Blades as series in special material

heat resistant without asbestos

Palettes de série en matériel spécial
résistant a la chaleur et sans amiante
hitzebestandigen Schaufeln aus
Spezialmaterial ausgestattet (ohne Asbest)
Paletas de material especial resistentes
al calor de serie exentes de amianto
Palhetas em material especial resistentes
ao calor e sem amianto de série



manuale istruzioni
per uso e manutenzione seri

La serie KTS & composta da 3 modelli (KTS 840, KTS 960,
KTS 1080) nelle versioni / MFR, /MAFR, / PFR, / DFR, / HFR,
/GFR, /GAFR con portate da 14100 I/min a 18000 I/min. Di
serie sono dotate di un impianto di lubrificazione automatica
e dell'impianto di raffreddamento ad acqua su cilindro e flan-
ge. Le caratteristiche costruttive di queste pompe per vuoto
rotative a palette permettono un piu lungo utilizzo continua-
tivo. Oltre che su camion puod essere montata su carri botte
agricoli di grosse dimensioni.

The KTS series is composed of 3 models (KTS 840, KTS
960 and KTS 1080) in versions / MFR, /MAFR, / PFR, / DFR,
/ HFR, /GFR, /GAFR with capacities from 14100 It/min to
18000 It/min.

As series they are equipped with an automatic lubrication
system and they are supplied with the water-cooling system
on pump body and flanges too. The building characteristics
of the rotary blades vacuum pumps allow a continuous use.
They can be fitted on truck and on big agricultural tanks,
too.

La série KTS est composée de 3 modeles (KTS 840, KTS
960 et KTS 1080) dans les versions / MFR, /MAFR, / PFR, /
DFR, / HFR, /GFR, /GAFR avec débits allant de 14100 I/min
a 18000 I/min.

Les bombas de vacuo rotativas paletas ont équipés de série d’u-
ne installation de graissage automatique et avec une instal-
lation de refroidissement par eau sur le corps et les flasques.
Les caractéristiques de construction des bombas de vacuo ro-
tativas paletas permettent une longue utilisation continue.
Cette série peut étre montée soit sur les camions que sur
des gros tonneaux agricoles.

Die Serie KTS besteht aus 3 Modellen (KTS 840, KTS 960, KTS
1080) in den Versionen / MFR, /MAFR, / PFR, / DFR, / HFR, /
GFR, /GAFR mit Forderleistungen von 14100 |/min bis 18000 I/
min.

SerienmaBig sind sie mit einer automatischen Schmieranlage
ausgestattet und mit einer Wasserkiihlanlage auf dem Zylinder und
den Flanschen geliefert werden. Die konstruktiven Eigenschaften
dieser Vakuum Derhpumpen mit Lamellen ermdglichen einen wei-
taus langeren Dauerbetrieb. Sie kdnnen sowohl auf Lastkraftwagen
als auch auf landwirtschaftliche Tankwagen groBer Dimensionen
montiert werden.

La serie KTS esta compuesta de 3 modelos (KTS 840, KTS 960,
KTS 1080) en las versiones / MFR, /MAFR, / PFR, / DFR, /
HFR, /GFR, /GAFR con caudal de 14100 I/min a 18000 I/min.
De serie estan dotadas de un equipo de lubrificacion automatico
y de un equipo de refrigeracion por agua en cuerpo y platos. Las
caracteristicas constructivas de estas bombas de vacio rotativas
paletas permiten un uso continuado por tiempo indefinido. Nor-
malmente se montan en cisternas de gran capacidad arrastradas
0 sobre camidn.

A série KTS compde-se de 3 modelos (KTS 840, KTS 960, KTS
1080) nas versdes / MFR, /MAFR, / PFR, / DFR, / HFR, /GFR,
/GAFR com capacida des de 14100 |/min a 18000 I/min. Estdo
equipadas de série com um sistema de lubrificacdo automatico e
com sistema de refrigeracdo a agua para cilindro e flange. As ca-
racteristicas destes bombas de vacuo rotativas paletas permitem
sua utilizacdo continua por longos periodos. Podem ser monta-
das em camides e em camides-tanque de grande porte para uso
agricola.



Predisposizione per valvola di sovrapressione @
Predisposition for / overpressure valve
Prédisposition pour soupape de surpression
Vorbereitung fir Uberdruckventil
Predisposicion para valvula de sobrepresion.
Disposicdo para valvula de sobrepressao

Valvola di ritegno (sfera in gomma) [ —
integrata nella pompa

Check valve (rubber ball) inside the pump
Soupape de contréle/retenue

(boule en caoutchouc) dans la pompe

In die Pumpe integriertes Ruckschlagventil
(Gummikugel)

Valvula de retencion (bola de goma)
integrada en la bomba.

Valvula de retencao (bola de borracha)
integrada na bomba

Pompa di raffreddamento @

Cooling pump

Pompe de refroidissement
Kuhlpumpe

Bomba de refrigeracion
Bomba de refrigeragao

Selettore Vuoto - Pressione @
Selector vacuum - pressure
Sélecteur vide-pression
Wahler von Vakuum/Druck
Selector vacio - presion.
Selector Vacuo - Pressdo

Pompa di lubrificazione automatica di serie
Automatic lubrication pump as series

Pompe de lubrification automatique de série
Automatische Schmierung als Serie

Bomba de lubricacion automatica de serie
Bomba de lubrificagdo automatica de série

®

KTS PFR

Possibilita di scorrimento flange per evitare rotture in caso
di presenza di elementi estranei tra rotore e corpo
Possibility of flange sliding to avoid breakages in case of
external parts between rotor and body

Possibilité de glissement des flasques pour éviter ruptures
dans le cas qu'il y sont éléments étrangers entre le rotor
et le corps

Gleitmoglichkeit der Flansche, wodurch Bruiche vermieden
werden kénnen, falls Fremdkérper zwischen den Rotor
und den Koérper treten sollten

Posibilidad de deslizamiento de los platos para evitar rotu-
ras, ante la presencia de elementos extraios, entre el rotor
y cuerpo de la bomba

Possibilidade de deslizamento do flange para evitar que-
bras em caso de presenca de elementos estranhos entre o
rotor e o corpo da bomba

manuale istruzioni
erie WPT, KTS, KPS, KTM, WSM

@ Vvalvola di regolazione vuoto di serie

Depression valve as series

Soupape de depression de série
Unterdruckventil als Serie

Valvula de seguridad de vacio de serie
Valvula de controle vacuo de série

Rotore con perni in acciaio riportati

per facilitare interventi di manutenzione
Rotor with steel pins fixed on it to

help maintenance operations

Rotor avec pivots en acier fixés sur le
méme pour aider les opérations d’entretien
Rotor mit stahl Stifte eingebaut auf

Rotor fur leichte Unterhaltung

Rotor con pernos de acero insertados para
facilitar intervenciones de mantenimiento
Rotor com cavilhas de ago instaladas

para facilitar interven¢des de manuteng¢ao

Raffreddamento ad acqua su corpo e flange
Watercooling in the body and flanges
Refroidissement par eau sur le corps et sur les flasques
Wasserkihlung im Kérper und in den Flanschen
Refrigeracién por agua de cuerpo y platos
Arrefecimento por dgua no corpo e nas flanges

Elevata resistenza ad usura

grazie a ghisa ad alta durezza

Big wearing resistance thanks

to cast-iron with elevated hardness
Resistance a l'usure élevée suivant
a fonte avec dureté élevée

Hohe Festigkeit zu Abnutzung

fur GuBeisen mit hohe Harte
Fundicion de alta resistencia

que garantiza una larga duracion
Resisténcia elevada ao uso gracas
ao ferro fundido de alta resisténcia

Palette in materiale speciale resistenti

al calore di serie esenti amianto

Blades as series in special material

heat resistant without asbestos

Palettes de série en matériel spécial
résistant a la chaleur et sans amiante
Hitzebestandigen Schaufeln aus
Spezialmaterial ausgestattet (ohne Asbest)
Paletas, sin amianto, de gran resistencia al calor
Palhetas em material especial resistentes
ao calor e sem amianto de série



manuale istruzioni
per uso e manutenzione serie

La serie KPS & composta da 3 modelli (KPS 490, KPS 550,
KPS 670) nelle versioni / MFR /MAFR / PFR / DFR / HFR /
KFR / KAFR /GFR /GAFR con portate da 13520 I/min a 18620
I/min. Di serie sono dotate di un impianto di lubrificazio-
ne automatica e dellimpianto di raffreddamento ad acqua
su cilindro e flange. Le caratteristiche costruttive di queste
pompe per vuoto rotative a palette permettono un pit lungo
utilizzo continuativo. Oltre che su camion pud essere monta-
ta su carri botte agricoli di grosse dimensioni.

The KPS series is composed of 3 models (KPS 490, KPS 550,
KPS 670) in versions / MFR /MAFR / PFR / DFR / HFR / KFR
/ KAFR /GFR /GAFR with capacities from 13520 It/min to
18620 It/min.

As series they are equipped with an automatic lubrication
system and they are supplied with the water-cooling system
on pump body and flanges too. The building characteristics
of the rotary blades vacuum pumps allow a continuous use.
They can be fitted on truck and on big agricultural tanks,
too.

La série KPS est composée de 3 modeles (KPS 490, KPS 550,
KPS 670) dans les versions / MFR /MAFR / PFR / DFR / HFR
/ KFR / KAFR /GFR /GAFR avec débits allant de 13520 I/min
a 18620 I/min.

Les bombas de vacuo rotativas paletas ont équipés de série d’u-
ne installation de graissage automatique et avec une instal-
lation de refroidissement par eau sur le corps et les flasques.
Les caractéristiques de construction des bombas de vacuo ro-
tativas paletas permettent une longue utilisation continue.
Cette série peut étre montée soit sur les camions que sur
des gros tonneaux agricoles.

Die Serie KPS besteht aus 3 Modellen (KPS 490, KPS 550, KPS
670) in den Versionen / MFR /MAFR / PFR / DFR / HFR / KFR
/ KAFR /GFR /GAFR mit Forderleistungen von 13520 I/min bis
18620 I/min.

SerienmaBig sind sie mit einer automatischen Schmieranlage
ausgestattet und mit einer Wasserkiihlanlage auf dem Zylinder und
den Flanschen geliefert werden. Die konstruktiven Eigenschaften
dieser Vakuum Derhpumpen mit Lamellen ermdglichen einen wei-
taus langeren Dauerbetrieb. Sie kdnnen sowohl auf Lastkraftwagen
als auch auf landwirtschaftliche Tankwagen groBer Dimensionen
montiert werden.

La serie KPS esta compuesta de 3 modelos (KPS 490, KPS 550,
KPS 670) en las versiones / MFR /MAFR / PFR / DFR / HFR /
KFR / KAFR /GFR /GAFR con caudal de 13520 I/min a 18620
I/min. De serie estan dotadas de un equipo de lubrificacion au-
tomatico y de un equipo de refrigeracion por agua en cuerpo
y platos. Las caracteristicas constructivas de estas bombas de
vacio rotativas paletas permiten un uso continuado por tiempo
indefinido. Normalmente se montan en cisternas de gran capa-
cidad arrastradas o sobre camion.

A série KPS compde-se de 3 modelos (KPS 490, KPS 550, KPS
670) nas versdes / MFR /MAFR / PFR / DFR / HFR / KFR /
KAFR /GFR /GAFR com capacida des de 13520 I/min a 18620
I/min. Estdo equipadas de série com um sistema de lubrificagdo
automatico e com sistema de refrigeracdo a agua para cilindro e
flange. As caracteristicas destes bombas de vacuo rotativas paletas
permitem sua utilizacdo continua por longos periodos. Podem ser
montadas em camides e em camides-tanque de grande porte para
uso agricola.



Selettore Vuoto - Pressione @
Selector vacuum - pressure
Sélecteur vide-pression
Wahler von Vakuum/Druck
Selector vacio - presion.
Selector Vacuo - Pressao

Valvola di ritegno [
integrata nella pompa

Check valve inside the pump
Soupape de controle/retenue dans la pompe
In die Pumpe integriertes Ruckschlagventil
Valvula de retencién integrada en la bomba.
Valvula de reten¢do integrada na bomba

Pompa di raffreddamento @
Cooling pump

Pompe de refroidissement
Kuhlpumpe

Bomba de refrigeracion
Bomba de refrigeragao

Pompa di lubrificazione automatica di serie

Automatic lubrication pump as series

Pompe de lubrification automatique de série
Automatische Schmierung als Serie

Bomba de lubricacion automatica de serie
Bomba de lubrificagdo automatica de série

KPS PFR

Possibilita di scorrimento flange per evitare rotture in caso
di presenza di elementi estranei tra rotore e corpo
Possibility of flange sliding to avoid breakages in case of
external parts between rotor and body

Possibilité de glissement des flasques pour éviter ruptures
dans le cas qu’il y sont éléments étrangers entre le rotor
et le corps

Gleitmdoglichkeit der Flansche, wodurch Briiche vermieden
werden kénnen, falls Fremdkérper zwischen den Rotor
und den Koérper treten sollten

Posibilidad de deslizamiento de los platos para evitar rotu-
ras, ante la presencia de elementos extrafos, entre el rotor
y cuerpo de la bomba

Possibilidade de deslizamento do flange para evitar que-
bras em caso de presenca de elementos estranhos entre o
rotor e o corpo da bomba

manuale istruzioni
serie WPT, KTS, KPS, KTM, WSM

@ Valvola di regolazione vuoto di serie
Depression valve as series

Soupape de depression de série
Unterdruckventil als Serie

Valvula de seguridad de vacio de serie
Valvula de controle vacuo de série

Rotore con perni in acciaio riportati

per facilitare interventi di manutenzione
Rotor with steel pins fixed on it to

help maintenance operations

Rotor avec pivots en acier fixés sur le
méme pour aider les opérations d’entretien
Rotor mit stahl Stifte eingebaut auf

Rotor fur leichte Unterhaltung

Rotor con pernos de acero insertados para
facilitar intervenciones de mantenimiento
Rotor com cavilhas de aco instaladas

para facilitar interven¢des de manutencgao

Elevata resistenza ad usura

grazie a ghisa ad alta durezza

Big wearing resistance thanks

to cast-iron with elevated hardness
Resistance a l'usure élevée suivant
a fonte avec dureté élevée

Hohe Festigkeit zu Abnutzung

fur GuBeisen mit hohe Harte
Fundicion de alta resistencia

que garantiza una larga duracion
Resisténcia elevada ao uso gracas
ao ferro fundido de alta resisténcia

Palette in materiale speciale resistenti

al calore di serie esenti amianto

Blades as series in special material

heat resistant without asbestos

Palettes de série en matériel spécial
résistant a la chaleur et sans amiante
Hitzebestandigen Schaufeln aus
Spezialmaterial ausgestattet (ohne Asbest)
Paletas, sin amianto, de gran resistencia al calor
Palhetas em material especial resistentes
ao calor e sem amianto de série



manuale istruzioni
per uso e manutenzione ser

La serie KTM / WSM é stata progettata con soluzioni tecniche
d'avanguardia e costruita con materiali di alta tecnologia. Que-
sta serie & composta da 6 modelli (KTM 1200, KTM 1500, KTM
1800, KTM 2300, WSM 2700, WSM 3300) con portate da 21.500
I/min a 56000 I/min ed & disponibile nelle versioni DFR (KTM
1200-1500), HFR (KTM 1200-1500-1800-2300), PFR (KTM
1200-1500-1800-2300, WSM 2700-3300). Le pompe per vuoto
rotative a palette sono dotate di serie di un impianto di lubrifi-
cazione automatica e di un impianto di raffreddamento ad ac-
qua su cilindro e flange. Le caratteristiche costruttive di queste
pompe per vuoto rotative a palette permettono un lungo utilizzo
continuativo. Sono disponibili numerosi accessori per il comple-
tamento della sua applicazione.

The KTM / WSM series has been planned and manufactured with
vanguard technical solutions and with materials of high techno-
logy. This series is composed of 6 models (KTM 1200, KTM 1500,
KTM 1800, KTM 2300, WSM 2700, WSM 3300 ) with capacities
from 21500 I/min to 56000 I/min and it is available in versions
DFR (KTM 1200-1500), HFR (KTM 1200-1500-1800-2300), PFR
(KTM 1200-1500-1800-2300, WSM 2700-3300). The rotary
blades vacuum pumps are equipped, as series, with an auto-
matic lubrication system and with a water-cooling system on the
body and flanges too. The building characteristics of the rotary
blades vacuum pumps allow a continuous use.There are also
available many fittings to complete the application.

La série KTM / WSM a été projetée et produite avec solutions
techniques d'avant-garde et avec matériels technologiquement
avancés. Cette série est composée de 6 modeles (KTM 1200, KTM
1500, KTM 1800, KTM 2300, WSM 2700, WSM 3300) avec débits
allant de 21500 I/min a 56000 I/min et elle est disponible dans
les versions DFR (KTM 1200-1500), HFR (KTM 1200-1500-1800-
2300), PFR (KTM 1200-1500-1800-2300, WSM 2700-3300). Les
pompes a vide rotative a palettes ont équipés de série d'une instal-
lation de graissage automatique et d'une installation de refroidis-
sement par eau sur le corps et les flasques. Les caractéristiques de
construction des les pompes a vide rotative a palettes permettent
une longue utilisation continue. Il y sont disponibles plusieurs ac-
cessoires pour le complétement de I'application.

KTM-WSM

Die hergestellte Serie KTM / WSM wurde unter Anwendung der mo-
dernsten technischen Lésungen und Materialien hdchster Technolo-
gie entwickelt und gebaut. Diese Serie besteht aus 6 Modellen (KTM
1200, KTM 1500, KTM 1800, KTM 2300, WSM 2700, WSM 3300)
mit Forderleistungen von 21.500 I/min bis 56000 I/min und ist in
den Versionen DFR (KTM 1200-1500), HFR (KTM 1200-1500-1800-
2300), PFR (KTM 1200-1500-1800-2300, WSM 2700-3300) liefer-
bar. Die Vakuum Derhpumpen mit Lamellen werden serienmaBig mit
einer automatischen Schmieranlage und mit einer Wasserkihlanlage
auf dem Zylinder und den Flanschen ausgestattet. Die konstruktiven
Eigenschaften dieser Vakuum Derhpumpen mit Lamellen ermdgli-
chen einen langen Dauerbetrieb. Zur Vervollstdndigung des Einbaus
dieser Pumpe stehen zahlreiche Zubehérteile zur Verfiigung.

La serie KTM / WSM ha sido proyectada y construida con técnicas
de vanguardia y materiales de alta calidad. Esta serie esta com-
puesta de 6 modelos (KTM 1200, KTM 1500, KTM 1800,KTM 2300,
WSM 2700, WSM 3300) con caudal de 21.500 I/min a 56000 I/min
y estan di-sponibles en las versiones DFR (KTM 1200-1500), HFR
(KTM 1200-1500-1800-2300),PFR (KTM 1200-1500-1800-2300,
WSM 2700-3300). Estas bombas de vacio rotativas paletas estan
dotados de un equipo de lubrificacion automatico y de un equipo
de refrigeracion por agua en cuerpo y platos. Las ca-racteristicas
constructivas de estas bombas de vacio rotativas paletas permiten
un uso continuado por tiempo indefinido. Se suministran comple-
mentadas con una amplia gama de accesorios en coherencia con
las caracteristicas de la cisterna.

A série KTM / WSM foi projetada e fabricada com solugBes técnicas de
vanguarda e com materiais de alta tecnologia. Esta série consta de 6
modelos (KTM 1200, KTM 1500, KTM 1800, KTM 2300, WSM 2700,
WSM 3300) com vazdes que vao de 21.500 I/min a 56000 |/min e esta
disponivel nas versdes DFR (KTM 1200-1500), HFR (KTM 1200-1500-
1800-2300), PFR (KTM 1200-1500-1800-2300, WSM 2700-3300).
Os bombas de vacuo rotativas paletas estdo equipados de série
com um sistema de lubrificacdo automatico e com um sistema de
refrigeracdo a agua em cilindro e flange. As caracteristica de con-
strucdo destes bombas de vacuo rotativas paletas permitem sua
longa utilizacdo continua. Estdo disponiveis inimeros acessorios
para complemento das aplicagles.



manuale istruzioni
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@ Serbatoio olio incorporato Attuatore pneumatico @ Valvola di ritegno (sfera in gomma) integrata nella pompa
Oil tank inside Pneumatic housing Check valve (rubber ball) inside the pump
Réservoir d’huile incorporée Cylindre pneumatique Soupape de contrdle/retenue (boule en caoutchouc) dans
Eingebauter Oltank Pneumatischer Trieb la pompe
Deposito de aceite incorporado Cilindro neumatico. In die Pumpe integriertes Ruckschlagventil (Gummikugel)
Reservatorio de 6leo incorporado Acionador pneumatico Valvula de retencion (bola de goma) integrada en la bomba

Valvula de reten¢do (bola de borracha) integrada na bomba

——@ Collettori laterali in alluminio
Side manifolds in aluminium material
Collecteurs latérales en aluminium
Seitliche Kollektoren aus Aluminium
Pompa di lubrificazione Colectores laterales de aluminio
automatica di serie Coletores laterais de aluminio
automatic lubrication
pump as series
pompe de lubrification
automatique de série
automatische

Rotore con perni in acciaio riportati [ )
per facilitare interventi di manutenzione
Rotor with steel pins fixed on it to

help maintenance operations

Schmierung als Serie

Bomba de lubricacion X L
Rotor avec pivots en acier fixés sur le

méme pour aider les opérations d’entretien
Rotor mit stahl Stifte eingebaut auf

automaética de serie
Bomba de lubrificacao
automaética de série

Rotor fur leichte Unterhaltung
Rotor con pernos de acero insertados para
facilitar intervenciones de mantenimiento

Rotor com cavilhas de ago instaladas
para facilitar interven¢des de manutencao

Pompa di raffreddamento
Cooling pump

Pompe de refroidissement
Kuhlpumpe

Bomba de refrigeracion

Bomba de refrigeracao

Raffreddamento ad

acqua su corpo e flange
Watercooling in the body and flanges
Refroidissement par eau

sur le corps et sur les flasques

Wasserkthlung im Kérper
und in den Flanschen
Refrigeracion por agua
de cuerpo y platos
Arrefecimento por 4gua
no corpo e nas flanges

KTM PFR

o

[
Elevata resistenza ad usura Possibilita di scorrimento flange per evitare rotture in caso di presenza di Palette in materiale speciale resistenti
grazie a ghisa ad alta durezza elementi estranei tra rotore e corpo al calore di serie esenti amianto
Big wearing resistance thanks Possibility of flange sliding to avoid breakages in case of external parts Blades as series in special material
to cast-iron with elevated hardness between rotor and body heat resistant without asbestos
Resistance a I'usure élevée suivant Possibilité de glissement des flasques pour éviter ruptures dans le cas qu'il Palettes de série en matériel spécial
a fonte avec dureté élevée y sont éléments étrangers entre le rotor et le corps résistant a la chaleur et sans amiante
Hohe Festigkeit zu Abnutzung Gleitmoglichkeit der Flansche, wodurch Briiche vermieden werden Hitzebestandigen Schaufeln aus
fur GuBeisen mit hohe Harte koénnen, falls Fremdkérper zwischen den Rotor und den Korper treten sollten Spezialmaterial ausgestattet (ohne Asbest)
Fundicién de alta resistencia Posibilidad de deslizamiento de los platos para evitar roturas, ante la Paletas, sin amianto, de gran resistencia al calor
que garantiza una larga duracién presencia de elementos extrafios, entre el rotor y cuerpo de la bomba Palhetas em material especial resistentes
Resisténcia elevada ao uso gracas Possibilidade de deslizamento do flange para evitar quebras em caso de ao calor e sem amianto de série

ao ferro fundido de alta resisténcia presenca de elementos estranhos entre o rotor e o corpo da bomba
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INTRODUCTION

The Battioni Pagani® Rotary blades vacuum pump series have been designed and constructed in compliance with EEC safety
regulations and have been assessed for risks according to standard UNI EN ISO 12100:2010; in particular they are in conformity
with directive 2006/42/EC and subsequent modifications and additions.

The pump in question is configured as defined in the Machinery Directive 2006/42/EC as machine and therefore has CE marking on
the identification label. It is however specified, in relation to its use and to the supply that takes into account the installation on the
buyer behalf (without motive force) that Battioni Pagani® disclaims any liability due to noncompliance with the requirements listed
in the use and maintenance manual.

This manual contains the EC Declaration of Conformity of the machinery with the above-mentioned directive and all the instructions
necessary for users and plant constructors to use our products in safety; therefore this manual must always be kept in the vicinity of
the Rotary blades vacuum pump. The instructions contained in this manual must be read carefully before carrying out any operation
with or on the pump.

destined primarily for the operator whose responsibility it is not only to comply with them personally, but also to

:E This danger symbol in the manual means that important safety instructions are given. This information is
ensure compliance by other persons exposed to the connected risks.

The descriptions and illustrations in this manual are purely indicative.
The manufacturer reserves the right to make any type of change to this manual at any time..

WARRANTY

At the moment of receiving the Rotary blades vacuum pump check that it is complete with all its parts.

Any anomalies or missing parts must be notified within 8 days of receipt of the product.

The Supplier guarantees that goods sold are immune from imperfections and it is mandatory, where these imperfections are clearly
attributable to the manufacturing process and the materials use, to repair it or, based on their final decision, to replace defective
pieces. In any case the costs of labour, travel and transport, and any customs expenses shall be paid by the Purchaser. The seller is
not responsible for compensating any damages except in case of fraud or serious fault. Any parts that are subject to normal wear are
excluded from the warranty. Any warranty terminates if:

¢ any defects found are a result of accidents or obvious neglect or negligence on the part of the Purchaser,

* parts have been modified, repaired or installed by persons that were not authorised by the seller,

* malfunctions and breakdown were caused by non-suitable use or being subject to stress exceeding the limits set forth by the seller.
* when the Purchaser has not punctually complied with contractual payment obligations.

The Purchaser terminates any warranty rights if any imperfections are not communicated to the seller within 8 days from when they
are discovered, according to art. 1512 of C.C. The Seller reserves the right to change or improve their product without having an
obligation to carry out those changes or improvements on units that were previously produced and/or delivered. The Seller is not
liable for accidents or effects of accidents cause to persons or property as a result of material and/or manufacturing defects.

Thank you for choosing Battioni Pagani®.

Battioni Pagani®
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OBLIGATORY SAFETY SIGNS TO BE DISPLAYED
IN THE WORK PLACE AND AROUND THE ROTARY BLADES
VACUUM PUMP

‘E)
CAUTION: CAUTION: DANGER Q
MOVING (((\ HOTWALLs miaa\ CAUTION: KEEP =
(@) PARTS N) =’ \ HANDS CLEAR
CATEAN TrACHSsoN REA e AL \ MAINTENANCE |  pERsonAL
gggﬁ'ﬁﬁ%ﬁé‘%&m LU Al : TO BE DONE PROTECTIVE EQUIPMENT THE
MAY BE HOOKED VACUUM PUMP USE OF WHICH IS MANDATORY

INDICATION OF HANDLE ROTATION DIRECTION
TO SELECT SUCTION OR COMPRESSION
PHASES

CONDITIONS AND LIMITS OF USE - LIST OF DANGERS

In the Common Market countries, the installation must comply with directive 2006/42/EC and subsequent modifications, while in
the other countries it must comply with the country’s safety regulations.
This Rotary blades vacuum pump has been designed to create a vacuum or pressure inside a tank connected to it.

Under no circumstances must liquids, dust or any kind of solid matter enter the Rotary blades
vacuum pump because they could cause it to break. Therefore it is necessary to equip the system
with safety valves.

The use of the Rotary blades vacuum pump for any purpose other than that specified above is
absolutely forbidden, not provided for by the manufacturer and therefore highly dangerous.

Do not use the Rotary blades vacuum pump to handle flammable and/or explosive liquids or for
materials that give off flammable gasses.

Do not use the Rotary blades vacuum pump in potentially explosive atmospheres.

Never remove the guards fitted on the Rotary blades vacuum pump and always check their
efficiency every time the machine is used.

Any work on the machine must be carried out while it is not running.

Failure to comply with the instructions given in this manual may lead to the following dangers:
* Danger of being crushed by the Rotary blades vacuum pump mass during handling and transport;
* Danger of getting entangled in the shaft transmission parts if the necessary guards are removed;
» Heat dangers due to the temperatures that can be reached by the Rotary blades vacuum pump;
* Acoustic danger due to the noise generated and to failure to use personal means of protection;
 Danger to operator’s hands during testing with suction and delivery tubes detached from the pump;
* Danger of abrasion from the shaft of the hydraulic pump support if the Rotary blades vacuum pump
is operated with the hydraulic pump removed;
* Danger of projection of liquid and solid materials due to a heavy breakage of the Rotary blades vacuum pump;
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GENERAL INFORMATION
1.0 - ROTARY BLADES VACUUM PUMP VERSIONS

The Rotary blades vacuum pump can be supplied in the following versions:

SERIES M MA G K KA

WPT 480/600/720
KPS 490/550/670
KTS-C 840/960/1080
KTM 1200/1500 - =
KTM 1800/2300 - -
WSM 2700/3300 - -
O Available

>

Q|

o|o|C[q)

0
0
0

(=li=)e)
[=l[=}{=)

ClIo|IQ|IC|C v
ClIOIC|IC|O ==

ClC|IQ|IC|IC|C kY

- Not available

../M VERSION .../MA VERSION (WITH GEARBOX)

¢ ... / M the power take-off is actuated trough the cardanic shaft at 540 rpm.
This version can be recognised by the gearbox placed at the front of the Rotary
blades vacuum pump, by the identification plate.

*.../MA the power take-off is actuated with a cardan shaft at 1000 r.p.m.
This version can be recognised by the gearbox placed at the front of the Rotary
blades vacuum pump, by the identification plate and by the stamping placed on
the gearbox cover.

LEFT
ROTATION

O

.../P VERSION (FOR PULLEY APPLICATION)

C

RIGHT LEFT
ROTATION ROTATION
ON REQUEST | « /P the power take-off is actuated trough pulley and belts. This version can

be recognised by the cylindrical shaft with key of the power take off and by the
plate, .../P = pulley application.

O

.-../D VERSION (DIRECT DRIVE)
RIGHT
LEFT ROTATION . .
ROTATION ONREQUEST | * -/ D the power take-off is actuated through a cardan shaft directly

connected to the splined hub. This version can be recognised by the splined
hub placed at the front of the Rotary blades vacuum pump and by the
identification plate, ... / D = direct drive. Resting horizontally on its four feet..

.-./H VERSION (FOR HYDRAULIC DRIVE)

LEFT
RIGHT
ROTATION . .
ROTATION ON e .../ H the power take-off is actuated through a gears hydraulic
C REQUEST motor. This version can be recognised by the hydraulic motor sup-
%%%” port placed at the front and by the identification plate,, ... / H =

hydraulic drive.
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LADES VACUUM PUMP FOR GARDA GROUP)

* .../ G version of Rotary blades vacuum pump that is applied on the GARDA
or the LEDRA group; it cannot be used on its own. This version can be
recognised by the external pinion placed at the front of the Rotary blades
vacuum pump and by the identification plate.

» .../ GA version of Rotary blades vacuum pump that is applied on the
GARDA or the LEDRA group at 1000 rpmy; it cannot be used on its own.

This version can be recognised by the external pinion placed at the front of the
Rotary blades vacuum pump and by the identification plate.

RIGHT
ROTATION

C

ENGLISH

.../ KVERSION .../KA VERSION
(WITH GEARBOX AND HYDRAULIC PUMP SUPPORT)

LEFT
ROTATION

O

/ K the PTO is driven by means of a cardan shaft at 540 rpm and it is designed
to drive a pump unit 2 or unit 3. The version is recognisable by the hydraulic
pump support and the identification plate.

o .../KAthe PTO is driven by means of a cardan shaft at 1000 rpm and it is
designed to drive a pump unit 2 or unit 3. The version is recognisable by the
hydraulic pump support, by the identification plate and by the punching placed
on the upper part of the box.

1.1 - IDENTIFICATION LABEL

Each Rotary blades vacuum pump is provided with an identification plate, where is indicated:

- Rotary blades vacuum pump model IDENTIFICATION LABEL WITH PAINTING
- serial number PROTECTIVE FILM

- year of production

- relatiive maximum pressure

- maximum vacuum

- Maximum power consumption
- maximum speed

- maximum capacity

- CE marking

- pump weight

removed once painted.
This film has been introduced to ensure the above mentioned data
traceability and to not lose your warranty.

j Each identification label is protected by a special light blue film to be
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USE AND MAINTENANCE INSTRUCTIONS
2.0 - PACKAGING, STORAGE, HANDLING AND TRANSPORT

2.1 - PACKAGING

The Rotary blades vacuum pumps are supplied without packaging. On request the following packaging can be used:
* wooden base and shrink-wrap;

* wooden cases and shrink-wrap for shipment by sea or air;

2.2 - STORAGE

For a proper conservation of the Rotary blades vacuum pump, it must be stored:

¢ under cover, sheltered from adverse weather conditions;

* resting horizontally on its four feet.

The Rotary blades vacuum pumps are lubricated during testing at our factory with special oil that ensures lubrication of the various
internal components for approximately 6 month. In the event of extended periods storage it is advisable to wash the inside of the
pump body with oil and diesel oil (as reported in this manual).

2.3 - HANDLING AND TRANSPORT

Rotary blades vacuum pump mass: (see attached technical data).

Warning! Do not move the KPS using the 4 eyebolts filter cover but

A only and exclusively for the eye bolts on the body.

The Rotary blades vacuum pump should be:
o Strapped with metal hooks to be inserted in the gripping hole, or with a band;
o Lifted with a hoisting truck (if on pallet), bridge crane, or crane.

Rotary blades vacuum pump is supplied with a guard that is in compliance with EC directives. This guard should be fitted on by the
fitter using the screws supplied.

3.0 - ASSEMBLY, FITTING, INSTALLATION,
DISASSEMBLY, RE-FITTING

The procedures concerning Rotary blades vacuum pump versions .../G .../GA ... are given in the GARDA/LEDRA group manual.

When carrying out maintenance operations, inspection and check, repairs, it is advisable to wear the
individual protection devices listed in this manual.

All maintenance operations, inspections and checks, repairs must be carried out with the greatest
attention and with the Rotary blades vacuum pump off and with the power take-off disconnected.

It is essential to prevent sewage from entering Rotary blades vacuum pump.

The entrance of sewage would cause the blades and consequently the rotor to break.

It is therefore necessary to equip the system with an overflow valve “12” and a safety overflow valve “11”
between the Rotary blades vacuum pump and the tank-cart (see Figure 1).

3.1 - INSTALLATION DRAFT

> B B

Rotary blades vacuum pump
Side manifold with check valve
Pulley

Cooling pump

Suction filter

Radiator

Feed Tank

Pneumatic rotating cylinder
4 way cock

10 Silencer

11 Secondary valve

12 Primary valve

13 Pneumatic clutch

14 Hand wheel cock

—

\

o

O Co NN KN Wi~

Figure 1
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3.2 - DOUBLE OUTLET INSTALLATION DRAFT

_ The Rotary blades vacuum pump can be used
Suction fan g as a mixer by fitting, on request, a double
o outlet on the manifold (see Figure 2). In this
case there will be a normal Rotary blades
vacuum pump for the intake but a perforated
tube must be placed inside the tank-cart
for the compression. When the handle is
positioned on the compression phase, the air
will be forced out through the holes in the
tube so causing a mixing of the previously
loaded sewage. (Never exceed the maximum
working absolute pressure of 2,5 bar) equal to
1,5 relative bar.

Compression

r=

Figure 2

With this system, a check valve (1) must be fitted on the delivery tube to prevent the transfer of sewage inside
the Rotary blades vacuum pump.

3.3 - ASSEMBLY AND MOUNTING - INSTALLATION

The Rotary blades vacuum pump should be assembled and installed using the following procedure:

1) Assemble the Rotary blades vacuum pump in horizontally with its feet facing downwards. The assembly position on the vehicle
should be easy to access and protected. It is necessary to foresee enough space for suction and delivery hoses. A 5° maximum
longitudinal slope of the Rotary blades vacuum pump with respect to the horizontal plane must not be exceeded.

2) Bolt the Rotary blades vacuum pump using screws and nuts passing through the specially provided slots or holes in the feet;
3-M) To install .../M- version, connect the tractor’s cardan shaft at 540 rpm to the Rotary blades vacuum pump power take-off shaft.

Don’t exceed the maximum slope allowed for the cardan shaft

B

3-MA-KA) To install the Rotary blades vacuum pump MA-KA version, connect the tractor’s cardan shaft at 1000 rpm to the Rotary
blades vacuum pump power take-off shaft.

Don’t exceed the maximum slope allowed for the cardan shaft

B

3-D) To install the Rotary blades vacuum pump ../ D version, connect the tractor’s cardan shaft at 1000 rpm to the Rotary blades
vacuum pump power take-off shaft.

Don’t exceed the maximum slope allowed for the cardan shaft

B

3-H) To install the Rotary blades vacuum pump H-HFR version, fit a hydraulic motor (fringing SAE/C 4 holes — ANSI 127-4 or
SAE/C 2 holes — ANSI 127-4 for KTS and KTM series, for WPT series European flange) on the power take-off shaft and fastening
it, using special screws, to the support located at the front part.

3-P) To install the Rotary blades vacuum pump .../P version, attach a driven pulley to the power take-off shaft and fasten it with
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the special screw located on the front of the shaft. The driven pulley may be fitted directly on the cylindrical shaft trying to bring
the radial load close to the bearing. Never transfer axial loads. Then connect the driven pulley to the driving pulley with the correct
length of transmission belts. The number and the type must be calculated according to the power to be transferred to the Rotary
blades vacuum pump. When this operation has been completed, the necessary guard must be installed to isolate the transmission
parts (pulley and belts) and prevent operator access to them.

The tension of the belts should be such that when they are tend they can be stretched further by approximately 2 cm.
An exceeding belt tension may cause the breakage of the shafft.

- The ideal tension is the lowest tension at which the belt does not slip under maximum load conditions.
- Check tension frequently during the first 24/48 hours of running in.

- A over tension reduces the belt and the bearing life.

- Keep belts free from extraneous materials that may cause slippage.

- Periodically check the transmission. Tend it when it slips.

To control a conventional transmission tension, use the following procedure:

- Measure the length of free section, t.

- At the center of the free section (t) apply a force (perpendicular to the free section) as needed to flex the belt 1.6 mm by 100 mm
length of the free section. For example, the flexion of a 1000 mm free section will be 16 mm.

- Compare the applied force, measured with a tensiometer, with the values given in the table. If the force is between the “min.
strength” values of the transmission is under tension. If the force exceeds the “maximum force” value, the transmission is tenser
than it should be.

However, a new transmission can be initial stretched twice the value of “min. strength” to allow normal tension adjustment while
operating.

Bending lenght (6)

Section
A 0,68 1,02
B 158 238
C 293 4775
Force (Td) D 5,77 8,61
E 9,60 14,30

WPT, KTS, KPS SERIES
Then connect the Intake/Compression pipe of the tank to the Rotary blades vacuum pump tightening it to the adjustable elbow using
metal camping bands in relation to the diameter of the pipe.

KTM, WSM SERIES

Install the suction conduit, connecting it to the suction passage of the Rotary blades vacuum pump by means of flange DIN 100/
PN 16 for KTS and KTM 1200-1500 versions and DN 150/PN16 for KTM 1800-2300 and WSM, so that it rises towards the
vehicle. It is also advisable to fit, at the lowest point, a safety container with discharge tap for the evacuation of condensation, to
prevent the formation of rust inside the body. The containers for condensation discharge should be checked especially when external
temperatures are low as ice may form.

Then install the delivery conduit, connecting it to the delivery passage of the Rotary blades vacuum pump by means of flange DIN
100/PN 16 for KTS and KTM 1200-1500 versions and DN 150/PN16 for KTM 1800-2300 and WSM. Also for this installation, it is
advisable to fit, at the lowest point, a safety container with discharge tap for the evacuation of condensation.
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3.4 - COOLING SYSTEM

]
ENGLISH
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Back cooling pump for KTS / WPT / KPS versions Top cooling pump for KTM-WSM versions

H —
| |
1

3.4.1 - GENERAL INFORMATION

The Rotary blades vacuum pump KTS / KPS are equipped with a water pump directly operated by the rotor shaft together with the
automatic lubrication pump and has a flow rate approximately of 30 1/min.

All KTM / WSM Rotary blades vacuum pump are equipped with a water pump required for the cooling liquid circulation. The water
pump provided has two rotation directions and a flow rate of approximately 60 1/min, it is mounted on the upper part KTM / WSM,
directly operated by the rotor shaft, through pulleys and in the rear part.

It should be noted that the Rotary blades vacuum pump performance improves when the working temperature

f The maximum temperature of the water in the cooling system must not exceed 60-65°C.
decrease.

3.4.2 - COOLING CIRCUIT
To completely fill the cooling circuit it is necessary to unscrew the iron plug placed on the top of the pump body and put in water
through the feed tank until it overflows form the previously mentioned hole.

Warning! The KPS series has two vents on the body for removal of the bags of airs in the phase of the cooling system
filling. During this phase to vent the air. At the end make sure to close the vents.

3.4.3 - COOLING CIRCUIT WITH RADIATOR AND ELECTRIC FAN
The circuit with radiator and electric fan (can be supplied with 12-V or 24-V power supply) is described below.
This circuit is to be preferred for prolonged continuous use. The characteristics of this circuit are shown on Table 2.

3.4.4 - THERMOSTAT
The cooling circuit can be fitted with a thermostat that, after being calibrated, allows the electric fan to work automatically when
the maximum temperature is reached.
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3.4.5 - INSTRUCTIONS

A\

-Fillt

-Alwa;);s put antifreeze liquid in the cooling circuit, at the rate recommended by the suppliers.
e cooling circuit completely, putting in water through the feed tank.

- Make sure that there is no air in the circuit, as this would hinder the water circulation prevent cooling.
- In the event of failure or malfunctioning of the cooling circuit, the working time mustg

e reduced.

3.4.6 - DIAGRAM OF THE COOLING CIRCUIT WITH RADIATOR AND ELECTRIC FAN

WPT, KTS, KPS VERSIONS

| 1|
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i :
Left rotation direction of the pump Right rotation direction of the pump
1 Tank 3 12-24V Electric fan 5 Delivery 7 12 -24V Battery 9 Fuse8A
2 Radiator 4 Cooling pump 6 Return 8 Thermostat 10Hand wheel cock

KTM, WSM VERSIONS

| m— |

i 1

Left rotation direction of the pump

Right rotation direction of the pump

Attention!
The KPS series features two plugs (right image).

A\

area.
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Aspirator Water pump flow Pump speed Water tank Pipes Diameter Heat to be
Compressor rate[ I/min ] Water [ rpm ] content [“] dissipated [ kJd/h ]
WPT 12 1000 20 1B 63.000
KTS 30 1000 40 % 63.000
KPS 30 1000 20 %" 63.000
KTM 1200 60 2000 25 %" 63.000
KTM 1500 60 2000 27 % 63.000
KTM 1800 60 2000 62 %" 63.000
KTM 2300 60 2000 75 %" 63.000
WSM 2700 - 3300 60 2000 60 17 120.000
Table 2

3.5 - HYDRAULIC DIAGRAM (H VERSION)

The hydraulic system required for the operation of the Rotary blades vacuum pump ../H is schematized in the version with
unidirectional and bi-directional motor shown below and the technical characteristics of the hydraulic motor in table 1.

The splining of the hydraulic motor is of type SAE 16/32” D.P. for KTS and KTM series, Z=23 DIN 5482-723 for WPT series. The
direction of rotation of single-acting motors must match circuit connections. Check that the coupling flange correctly aligns the user
shaft and the motor shaft.

3.6 - HYDRAULIC MOTOR USE AND MAINTENANCE INSTRUCTIONS

Make sure, with unidirectional motors, that the rotation direction is consistent with the circuit connections. Check that the coupling
flange correctly aligns the user shaft and the motor shaft.

HYDRAULIC SYSTEM

UNIDIRECTIONAL MOTOR

WPT - KTS - KPS - KTM - WSM

@ Motore Idraulico @ Valvola di sovrappressione @ Serbatoio @ Pompa idraulica
Hydraulic motor Overpressure valve Tank Hydraulic pump
Moteur hydraulique Soupape de surpression Reservoir Pompe hydraulique
Hydraulic Motor Uberdruckventil Behalter Hydraulische Pumpe
Motor hidraulico Valvula de sobrepresion Depdsito Bomba hidraulica
Motor hidraulico Vélvula de sobrepressao Reservatdrio Bomba hidraulica

@ Radiatore @ Filtro olio @ Distributore
Radiator Qil filter Distributor
Radiateur Filtre de I'huile Distributeur
Radiator Olfilter Steuerventil
Rariarnr Filtro aceite Nistrihuidar
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TANK: Tank capacity must be sufficient for the system’s operating conditions ( ~ 3 times the amount of oil in circulation). To avoid
overheating of the fluid, a heat exchanger should be installed if necessary. The intake and return lines in the tank must be spaced

apart (by inserting a vertical divider) to prevent the immediate re-suction of the return-line oil.

LINES: The lines must have a major diameter which is at least as large as the diameter of motor or pump ports, and must be perfectly
sealed. A length of flexible tubing is recommended to reduce the transmission of vibrations. All return lines must end below the

minimum oil level, to prevent foaming.

FILTERS: We recommend filtering the entire system flow rate.

HYDRAULIC FLUID: Use hydraulic fluid conforming to ISO/DIN standards. Avoid using mixtures of different oils which could

result in decomposition and reduction of the oil’s lubricating power.

DRAIN HOLE: On bi-directional motors with drain hole, the hole has to be connected to the oil tank through a hose of at least 22

mm of diameter. To avoid the forming of foam inside the tank, the hose has to be connected under the minimum level.

STARTING UP: Check that all circuit connections are exact and that the entire system is completely clean. Insert the oil in the
tank, always using a filter. Bleed the circuit to assist in filling. Set the pressure relief valves to the lowest possible setting. Turn on
the system for a few moments at minimum speed, then bleed the circuit again and check the level of oil in the tank. If the difference
between pump or motor temperature and fluid temperature exceeds 10 °C, rapidly switch the system on and off to heat it up gradually.

Then gradually increase the pressure and speed of rotation until the pre-set operating levels as specified in the catalogue are attained.

PERIODICAL CHECKS - MAINTENANCE: Keep the outside surface clean. Replace filters regularly to keep the fluid clean.

The oil level must be checked and replaced periodically depending on the system’s operating conditions.

PROBLEMS SOLUTIONS: If the circuit is open (that is, if oil tank and not the pump is placed downstream of the engine) if the
engine remains in rotation with the engine off there would not be overpressure, but cavitation. To solve the problem use a one-way

valve which with calibration takes back the oil, or part of, from the engine outlet to its intake in order to prevent the engine pumping air.

- If the circuit is closed, in fact there could be overpressure. To solve the problem either place an overpressure valve, as recommended
in the attached plant diagram, or a calibrated one-way valve that partly bypasses the engine. Compared to the first solution, the latter

is cheaper and less invasive on an existing system because it does not require an additional hole in the tank.
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MAX WORKING
POWER
(bar) ()

PORT CONNECTORS
DIMENSIONS

KPS 490 KM 40,87 1 86,56 1200 160 280 23,6 G1"1/4-G1"1/2
KPS 550 KM 40,87 1 86,56 1200 190 280 28,1 G1"1/4-G1"1/2
KPS 670 KM 40,87 1 86,56 1200 220 280 32,5 G1"1/4-G1"1)2
WPT 480/H KM 40,87 1 86,56 1000 140 280 17,2 G1"1/4-G1"1/2
WPT 600/H KM 40,87 1 86,56 1000 170 280 20,9 G1"1/4-G1"1/2
WPT 720/H KM 40,87 1 86,56 1000 205 280 25,2 G1"1/4-G1"1)2
KTS 840/HFR KM 40,109 1 108,9 1000 130 250 20,1 G1"-G1"1/4
KTS 960/HFR KM 40,109 1 108,9 1000 165 250 25,6 G1"-G1"1/4
KTS 1080/HFR KM 40,109 1 108,9 1000 185 250 28,7 G1"-G1"1/4
KTM 1200/HFR KM 40,109 1 108,9 1000 230 250 35,6 G1"-G1"1/4
KTM 1500/HFR KM 40,151 1 150,79 1000 200 200 42,9 G1"1/4-G1"1/2
KTM 1800/HFR M7 (100) 1 100 1000 325 400 46,2 G1"-G1”
KTM 2300/HFR M7 (100) 1 100 1000 385 400 54,8 G1"-G1"
Table 1

3.7 - UNINSTALLATION

The Rotary blades vacuum pump should be uninstalled using the following procedure:

.../M - MA

1) stop the power tractor take-off;

1) stop the tractor power take-off;

1) stop the tractor power take-off;

2) remove the cardanic shaft from the
Rotary blades vacuum pump power take-
off;

2) remove the transmission belts;

2) remove the cardanic shaft from the
Rotary blades vacuum pump power take-
off;

3) remove the tube connecting the Rotary
blades vacuum pump to the tank-cart,
loosening the metal clamp and slipping
the tube from the sleeve;

3) remove the tube connecting the Rotary
blades vacuum pump to the tank-cart,
loosening the metal clamp and slipping
the tube from the sleeve;

3) remove the tube connecting the Rotary
blades vacuum pump to the tank-cart,
loosening the metal clamp and slipping
the tube from the sleeve;

4) remove any hydraulic connection;

4) remove any hydraulic connection;

4) remove any hydraulic connection;

5) remove the fastening screws and uninstall
the rotary blades vacuum pump.

5) remove the fastening screws and uninstall
the rotary blades vacuum pump.

5) remove the fastening screws and uninstall
the rotary blades vacuum pump.

1) stop the hydraulic system;

.../G - GA
1) stop the power take-off of the tractor

.../K - KA
1) stop the power take-off of the tractor

2) remove the hydraulic connections to the
motor;

2) disconnect the cardan shaft from the PTO
of the Garda or Ledra unit.

2) remove the cardan shaft from PTO of the
rotary vacuum vane pump;

3) remove the tube connecting the Rotary
blades vacuum pump to the tank-cart,
loosening the metal clamp and slipping
the tube from the sleeve;

3) remove the connection pipe, which
connects the rotary vacuum vane pump
to the liquid trailer, loosening the metal
clamp and removing the pipe from the
sleeve;

3) remove the connection pipe, which
connects the rotary vacuum vane pump
to the liquid trailer, loosening the metal
clamp and removing the pipe from the
sleeve;

4) remove any hydraulic connection;

4) remove any hydraulic connections;
remove connection pipes between centrifuge
or high pressure pump and system

4) remove any hydraulic connections;

5) remove the fastening screws and uninstall
the rotary blades vacuum pump.

5) remove the fixing screws and uninstall the
rotary vacuum vane pump

5) remove the fixing screws and uninstall the
rotary vacuum vane pump
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3.8 - DISASSEMBLY
3.8.1 - BACK PART DISASSEMBLY

WPT / KTS SERIES KTM / WSM SERIES

1) disconnect the lubrication pump delivery tubes, by pressing the
quick clamping hooks and at the same time sliding the tube from the
connecting piece;

2) disconnect the cooling pump tubes (if present)

3) remove the back cover with the cooling pump and the lubrication
pump from the back flange;

4) remove the connector joint;

5) remove the back flange by unscrewing the screws that fix it to the
pump body;

6) use two screws to screw into the threaded extraction holes (if
present) until the flange is removed;

1) remove the lubricating oil from the tank through the drain plug;
2) remove the oil tank by unscrewing the back screws that fasten the
tank to the back flange;

3) disconnect the lubrication pump delivery tubes, by pressing the
quick clamping hooks and at the same time sliding the tube from the
connecting piece;

4) remove the back cover together with the lubrication pump by un-
screwing the screws that fix it to the flange;

5) take the lubrication pump off the back cover by unscrewing the
clamping screws;

6) remove the connector joint;

7) emove the back flange by unscrewing the screws that fix it to the
pump body;

1. Close the oil tap on the tank;

2. Disassemble the back cover with the lubrication pump (together with the connection joint) from the flange;
3. Remove the screws from the rear flange and the Seeger ring in front of the bearing;

4. Use two screws to screw into the threaded extraction holes until the flange is removed;

3.8.2 - FRONT PART DISASSEMBLY
When the disassembly operations require to take off the front or back flange, first it is necessary to empty out the Rotary blades
vacuum pump of the cooling liquid by unscrewing the 2” cap placed at the bottom of the body and then turn upside down the Rotary
blades vacuum pump (for series WPT, WSM , KTS, KPS).

1) unscrew the screws of the gearbox cover; 1) slide the pulley off the front pin; 1) remove the guard by u.nscrewmg the clamp-
ing screws (if present);
2) use two screws for screwing into the 2) remove the lubrication tube by unscrewing it . .
threaded extraction holes until the cover is from the connecting piece placed on the front 2 femove the sphm.ad hub by unscrewing the
. . clamping screws;
removed; cover;
3) remove the gear with shaft with an extractor |3) remove the front cover by unscrewing the 3) remove the flanged sleeve with the ring by
if necessary; clamping screws; unscrewing the top screw;
4) unscrew the self-locking nut at the top of the | 4) remove the front flange by unscrewing the . . )
pinion, with an extractor; screws that fix it to the body; 4) remove the driven pulley (if present);
5) unscrew the screws fastening the gearbox to 5) remove the 1ub1‘1(?at101} tube by unscrewing it
. ¢ from the connecting piece placed on the front
the gearbox coupling flange; cover:
6) remove the gearbox; 6) remove the front cover by unscrewing the
clamping screws;
R ggssafgfcs&?nﬁgfegaf eestcor ft:l‘;is fifrtfnmg 7) remove the front flange by unscrewing the
& Pl .g & pump screws that fix it to the body;
body and remove it;
.../H .../G - GA .../K - KA
. . . 1) disassemble the rotary vacuum vane . )
1) take the hydraulic motor off its support; pump from the Garda or Ledra unit; 1) remove the hydraulic pump;
. 2) loosen the locknut on the head of the 2) use two screws to be screwed in the threaded
2) remove the hydraulic motor support by e . .
. . i pinion; holes of extraction as long as the cover is
unscrewing the clamping screws; removed:
3) sl'lde the transmission sleeve from the front [ 3) dl.sass.emble shaft pinion using a puller if 3) remove the gear shaft with possibly using an
pin after removing the clamping screw possible; extractor:
placed inside it; ’
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4) remove the lubrication tube by unscrewing it
from the connecting piece placed on the con-
necting flange of the hydraulic motor support;

4) use two screws to screw into the threaded
extraction holes until the cover is removed;

4) use two screws to screw into the threaded
extraction holes until the cover is removed;

5) remove the connecting flange of the hydraulic mo-
tor support by unscrewing the clamping screws;

5) remove the multiplier box;

5) remove the multiplier box;

6) remove the front flange by unscrewing the
screws that fix it to the body;

6) KTS SERIES: unscrew the fixing screws of
the pump body of the multiplier coupling flange
and remove it;

6) KTS SERIES: unscrew the fixing screws of
the pump body of the multiplier coupling flange
and remove it;

8) KTM, KTS, WSM SERIES: unscrew the six clamping screws of the back pin of the rotor;
9) KTM, KTS, WSM SERIES: use two screws for screwing into the threaded extraction holes until the cover is removed;

3.9 - RE-FITTING — RE-INSTALLATION

& IMPORTANT: Before proceeding with any re-fitting, replace the gaskets of the opened parts.

3.9.1 - FRONT PART RE-FITTING

KTM, KTS, WSM SERIES

1) Insert the front pin in its seat in the rotor, being careful to avoid putting the front pin in the place of the back one and fix it with screws;

2) Replace the front flange gasket;

3) bring the gearbox coupling flange up to the
pump body, positioning it with the dowel
pins supplied, in alignment with the clamping
holes;

3) bring the front flange up to the pump body,
positioning it with the dowel pins supplied, in
alignment with the clamping holes;

3) bring the front flange up to the pump body,
positioning it with the dowel pins supplied, in
alignment with the clamping holes;

4) tighten the clamping screws of the gearbox
coupling flange to the body with a torque set-
ting of 80 Nm;

4) tighten the clamping screws of the
front flange to the body with a torque
setting of 80 Nm;

4) tighten the clamping screws of the front
flange to the body with a torque setting of 80
Nm;

5) remove the dowel pins;

5) remove the dowel pins;

5) remove the dowel pins;

6) fix the gearbox to the coupling flange with
SCIews;

6) attach the front cover to the flange
with clamping screws;

6) attach the front cover to the flange with
clamping screws;

7) fit pinion to the rotor pin;

7) connect the lubrication tube by screw-
ing it to the connecting piece placed
on the front cover;

7) connect the lubrication tube by screwing it
to the connecting piece placed on the front
cover;

8) fit the self-locking nut for fixing the pinion;

8) Insert the pulleys on the front pin, fixing it
with the key;

8) Insert the conducting pulley (if present) on the
front pin, fixing it with the key;

9) insert the gear in the bearing seat;

9) Fix the transmission sleeve with the ring by
tightening the top screw;

10)replace the gearbox cover gasket;

10) Fix the splined hub by tightening the relevant
SCIEWS;

11)fix the gearbox cover;

11) Insert the guard and tighten the screws (if
present);

.../H .../G - GA

3) bring the front flange up to the pump body, positioning it with the dowel | 3)
pins supplied, in alignment with the clamping holes;

move the multiplier coupling flange close to the pump body, posi-
tioning it, using dowel pins supplied, at the fixing holes;

setting of 80 Nm;

4) tighten the clamping screws of the front flange to the body with a torque | 4)

tighten the fixing screws of the multiplier coupling flange to the in
body with tightening torque equal to 80 Nm;

5) remove the dowel pins;

5) remove the centering pins;

flange with screws;

6) fix the connecting flange of the hydraulic motor support to the front 6)

fix the multiplier box to the coupling flange with screws;

7) connect the lubrication tube by screwing it to the connecting piece placed
on the hydraulic motor support coupling flange;

7) assemble the pinion of the rotor pin;
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screw located inside the pin;

8) fix the hydraulic motor transmission coupling to the anterior pin by the

8) assemble the locknut to fasten the pinion;

9) Fix hydraulic motor support to the coupling flange;

9) put the gear into the bearing housing;

10) Mount the hydraulic motor on its support with screws;

10) replace box cover gasket;

11)assemble multiplier box cover;

KPS SERIES
.../M - MA

.../G - GA
../K - KA

1) Disassemble the Seeger ring.

1) Disassemble the Seeger ring.

1) Disassemble the Seeger ring.

1) Disassemble the Seeger ring.

2) Disassemble the bearing

2) Disassemble the bearing

2) Disassemble the bearing

2) Disassemble the bearing

3) Replace flange gasket;

3) Replace flange gasket;

3) Replace flange gasket;

3) Replace flange gasket;

4) Insert the cotter pins included
in the body

5) Fasten the multiplier box to
the body by means of screws
tightened at 45 + 55 Nm

4) Insert the cotter pins included
in the body

4) Insert the cotter pins included in
the body

5) Fasten the multiplier box to
the body by means of screws
tightened at 45 + 55 Nm

5) Fasten the flange to the body
by means of screws tightened
at45 +55Nm

5) Fasten the flange to the body
by means of screws tightened
at45 + 55 Nm

5) Fasten the flange to the body by
means of screws tightened at
45 + 55 Nm

6) Assemble the bearing on the
moltiplier box by using a
buffer and insert the com-
pensating ring and insert the
Seeger ring;

6) Assemble the bearing on the
flange by using a buffer and
insert the compensating ring
and insert the Seeger ring;

6) Assemble the bearing on the
flange by using a buffer and
insert the compensating ring
and insert the Seeger ring;

6) Assemble the bearing on the
flange by using a buffer and
insert the compensating ring
and insert the Seeger ring;

7) Insert the spacer and assemble
the pinion on the shaft

7) Reassemble the front
cover on the flange.

7) Reassemble the front cover on
the flange.

7) Reassemble the hydraulic motor
support.

8) Assemble the fastening locknut
of the pinion;

8) Remove the centring pins from
the body

8) Reassemble the shrunk-on

8) Remove the centring pins from
the body.

9) Insert the gear in the bearing
housing

9) Remove the centring pins from
the body.

10) Assemble the box cover;

11) Fill the multiplier box with oil
up to the level.

12) Remove the centring pins
from the body.

WPT SERIES

1) Replace the front flange gasket;

.../M - MA

SCIEws;

2) fix the gearbox to the coupling flange with

holes;

2) bring the front flange up to the pump body,
positioning it in alignment with the clamping

2 ) bring the front flange up to the pump body, posi-
tioning it in alignment with the clamping holes;

3) fit pinion to the rotor pin;

3) tighten the clamping screws of the front

3) tighten the clamping screws of the front flange

flange to the body; to the body;
4) fit the self-locking nut for fixing the pinion; 4) attach .the front C(.)VCI‘ to the flange with 4) gttach the f.ront cover to the flange with clamp-
clamping screws; ing screws;

5) insert the gear in the bearing seat;

cover;

5) connect the lubrication tube by screwing it
to the connecting piece placed on the front

5) connect the lubrication tube by screwing it to the
connecting piece placed on the front cover;

6) replace the gearbox cover gasket;

with the key;

6) insert the pulleys on the front pin, fixing them

7) fix the gearbox cover;
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.../G - GA

2) remove the pins; 2) fix the coupling flange with screws;

3) bring the front flange up to the pump body, positioning it in alignment

with the clamping holes; 3) assemble the pinion of the rotor pin;

4) tighten the clamping screws of the front flange to the body; 4) assemble the locknut to fasten the pinion;

5) connect the lubrication tube by screwing it to the connecting piece
placed on the front cover,

6) fix the hydraulic motor transmission coupling to the anterior pin by the
screw located inside the pin;

7) fix the hydraulic motor support to the connecting flange;

8) fit the hydraulic motor to the hydraulic motor support by screws;
3.9.2 - DISASSEMBLY OF THE BACK
WPT SERIES

1) replace the back flange gasket;

2) bring the back flange up to the pump body, positioning it in alignment with the clamping holes;
3) tighten the clamping screws of the back flange to the body;

4) fit the bearing to the flange with an assembly pad;

5) position the connector joint in its seat in the rotor pin;

6) attach the lubrication pump to the back cover (or to the cooling pump in versions with water cooling system, preceded by the
spacer) and fasten with two screws;

7) insert the lubrication (or cooling) pump shaft in the connector joint;

8) tighten the four screws that fix the cover to the back flange;

9) connect the delivery tubes of the lubrication pump, inserting them in the connecting piece and pressing then until the quick
clamping hooks snaps;

10) fit the lateral tank support at the pump body;

11) attach the feeding tube from the later tank to the lubrication pump;

1) Remove the bearing from the rear flange;

2) Insert in the pump body the two centring pins

3) Replace the flange gasket;

4) Move the rear flange close to the pump body, aligning it with the holes of the two pins;

5) Insert the 6 new clamping screws in the slotted holes and tighten with 45 + 55 Nm;

6) Assemble the bearing on the flange by using a hammer;

7) Insert the Seeger ring in the rear pin with the compensation ring;

8) Disassemble the back cover or the lubrication pump (together with the connection joint) on the flange;
9) Remove the centering pins.

KTS, KTM, WSM SERIES

1) Insert the front pin in its seat on the rotor, being careful to avoid putting the front pin in place of the back one and fasten it with
SCrews;

2) replace the back flange gasket;

3) bring the back flange up to the pump body, positioning it with dowel pins (supplied) in alignment with the clamping holes;
4) tighten the clamping screws on holes with a torque setting of 80 Nm;

5) remove the dowel pins;

6) position the connector joint in its seat in the rotor pin;
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KTS VERSION

KTM VERSION

1) attach the lubrication pump to the cooling pump and fasten it with screws;

2) insert the cooling pump shaft in the connector joint;

3) tighten the screws that fasten the cover to the back flange;

4) connect the lubrication pump delivery tubes, inserting them in the con-
necting piece and pressing then until the quick clamping hooks snap;

5) fit the lateral tank support at the pump body;

6) insert the lubrication pump shaft in the connector joint;

7) put lubricating oil in the tank through the oil fill plug;

1) attach the lubrication pump to the back cover and fasten it with two
SCIEWS;

2) insert the lubrication pump shaft in the connector joint;

3) tighten the screws that fasten the cover to the back flange;

4) connect the lubrication pump delivery tubes, inserting them in the pipe
fittings;

5) mount the back tank and tighten the screws that fasten the tank to the
flange;

6) put lubricating oil in the tank through the oil fill plug;

The KTS/KTM/KPS pump is equipped with a system that allows the flange to
slide, avoiding breakages due to foreign bodies entry between the rotor and

body. (Except G-GA version)

A\

To benefit of this system it is important to respect the following indications:
Before starting the pump, verify that the rotor has not accidentally lowered.

Slotting Flange
3.9.3 - MANIFOLD RE-FTTING
WPT SERIES KTS SERIES
1) replace the manifold gasket; 1) replace the manifold gasket;
2) place the manifold on the pump body aligning the manifold screws 2) place the manifold on the pump body;
holes with the body threaded holes; 3) tighten the manifold fastening screws;
3) tighten the screw located under the reversing gear; 4) insert the rubber ball on its seat;
4) tighten the screws of the manifold; 5) fitthe valve cover tightening the screws;
S5) insert the rubber ball on its seat; 6) put the reversing gear in checking that the flat part of the reversing gear
6) fit the valve cover tightening the screws; is positioned at 90° to the power take-off;
7) put the reversing gear in checking that the flat part of the reversing gear |7) put the spring on the reversing gear;
is positioned at 90° to the power 8) apply the manifold cover gasket;
take-off; 9) place the manifold cover and fasten it with screws;
8) put the spring on the reversing gear; 10) insert the selector;
9) apply the manifold cover gasket; 11) screw the handle pin on the selector;
10) place the manifold cover and fasten it with screws; 12) fit the discharge elbow.
11) insert the selector;
12) screw the handle pin on the selector;
13) fit the discharge elbow.

KPS SERIES KTM/WSM SERIES

1) Replace the manifold gasket;

2) Place the manifold on the pump body;

3) Tighten the fastening screws of the manifold;

4) Insert the cone;

5) Assemble the spring on the cone;

6) Assemble the spacer on the cone spring;

7) Replace the O-ring on the manifold cover;

8) Place the manifold cover on the manifold;

9) Tighten the fastening screws of the manifold cover;

10) Assemble the oil retainer into the manifold cover housing:
11) Assemble the handle and tighten it with the appropriate screw;
12) Assemble the filter cartridge;

13) Replace the O-ring on the filter cover;

14) Place the filter cover on the manifold;

15) Tighten the fastening screws of the filter cover;

1) fitthe oil check lights;

2) fit the lubrication copper tubes;

3) fit the connectors;

4) fit the cooling pump complete kit (if present);

To re-install proceed as for the first installation.
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3.9.4 - CORRECT POSITIONING OF THE INVERTER CONE KPS
For correct positioning of the cone inverter, proceed as follows:

1. remove the handle;

2. disassemble the manifold cover;

3. make sure that the label

of the cone is placed as in the attached picture;
4. reassemble the manifold cover;

5. reassemble the handle

ENGLISH

4.0 - START UP - TUNING

4.1 - FUNCTIONING WITHOUT OVERPRESSURE VALVE

is closed with a plug if the overpressure and vacuum adjustment valve is present and functioning. If not

Before starting the Rotary blades vacuum pump make sure that the overpressure valve hole in the manifold
A equipped in the specific hole on the Rotary blades vacuum pump, insert a plug to close the hole.

4.2 - ROTATION DIRECTION

Before starting the Rotary blades vacuum pump make sure that the power take-off (PTO) shaft turns freely
and that the rotation direction is the same as the one indicated by the arrow.

Never turn the Rotary blades vacuum pump opposite the set rotation direction (indicated by the arrow) as this could damage some
components as well as preventing the Rotary blades vacuum pump full efficiency.

5.0 - LUBRICATION SYSTEM AND LUBRICATION OIL ADJUSTMENT

All the Rotary blades vacuum pumps are supplied with an Automatic Lubrication pump. With this system, the pump is lubricated
both during the intake and the compression phase by a 4 ways gear pump with adjustable flow rate for WPT, KTS and KTM 1200-
1500 series and by a 6 ways piston pump for KTM 1800-2300 and WSM 2700-3300 series, placed on the back and actuated by
the rotor. Oil is injected both on the bearings and inside the Rotary blades vacuum pump without manual adjustment and saving a
considerable amount of oil.

5.1 - AUTOMATIC LUBRICATION

With this system, the pump is lubricated both during the intake and the compression phase by a piston pump with adjustable flow
rate, placed on the back and actuated by the rotor. Oil is injected directly in the pump, eliminating manual adjustment and saving a
considerable amount of oil.

5.2 - OIL TO USE
The Rotary blades vacuum pumps are supplied WITHOUT lubrication oil inside the tank. Battioni Pagani® RECOMMENDS the
use of BATTIONI PAGANI® “VACUUM PUMP OIL” for the internal lubrication as it ensures:

- Excellent resistance to oxidation

- Strong anti-rust properties

- Excellent antifoam qualities

- Operating temperature between - 5 °C and 160 °C

IN ABSENCE OF VACUUM PUMP OIL USE ONLY NEW MINERAL OIL ISO VG 100 (SAE 30)
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5.2.1 - NEVER UTILIZE THE FOLLOWING TYPES OF OIL:

TRANSMISSION OIL - USED OIL - HYDRAULIC OIL - VEGETABLE OIL
GEAR OIL - BREAKS OIL.

5.2.2 - GEARBOX OIL
All pumps version M-MA-K-KA (with gearbox) are provided with gear lubricating oil inside the gearbox.
If the oil inside the gearbox needs changing, use ISO VG 460 oil.

5.3 - OIL LEVEL

The Rotary blades vacuum pump is supplied WITHOUT lubrication oil inside the tank. Put into the tank lubrication oil type ISO
VG 100 and into the gearbox oil type ISO VG 460. For food use it is possible to use vaseline oil with same characteristics of
recommended mineral oils.

Fpon W

TN
E

Figure 4 Figure 5

KTM / WSM KTS / KPS / WPT

KTM / WSM SERIES: The minimum and maximum levels are indicated by the vertical level indicator placed on either side of
the tank. The oil temperature and Rotary blades vacuum pump overheating can be controlled by a thermometer inside the level

indicators (see Figure 4).
WPT, KTS, KPS SERIES: The minimum and maximum oil levels are indicated by indicator placed on the tank (see Figure 5 and
Figure 6) or by the level rod (see Figure 7).

OIL TANK CAPACITY [I]

KTM KTM

1200-1500 1800-2300 WSM 2700 WSM 3300

KPS

] ../ M .../MA..../K .../KA VERSIONS: the gearbox is supplied with
an oil loading plug and an oil level plug at the top of the gearbox (see
figure 8), placed on the front of the gearbox to allow the level to be

[P
\=/

checked.
- To ensure correct lubrication, the oil should always be visible in the
oil level.
>
|1 ~ e
N
I
—=x)]

\ Figure 8
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MODELS QUANTITY

[g/h]
WPT 480 120
WPT 600 140
WPT 720 140
KTS 840 140
KTS 960 180
KTS 1080 240
KPS 490 140
KPS 550 180
KPS 670 240
KTM 1200 240
KTM 1500 240
KTM 1800 320
KTM 2300 320
WSM 2700 320
WSM 3300 320

Instruction Manual
, WSM series use and maintenance

5.4 - LUBRICATING OIL QUANTITY

During the Rotary blades vacuum pump operations check that amount of oil
indicated in table 3 drops from the regulating cock. These amounts are valid
for the Automatic Lubrication. When necessary to add in the tank, put only new
and clean oil.

VERSIONE ../M-MA ../K-KA: the first gearbox oil change is to be done
after about 100 hours of actual work; the following changes can be done every
300 hours of actual work.

Where provision is a particularly intense operation is recommended to increase
the oil consumption of 8-10%.

The Table 3 summarizes the oil consumption for each model.

Table 3

5.5 - LUBRICATING OIL ADJUSTMENT

The adjustment of oil delivery, in automatic lubrication, is carried out at our factory during the final testing of the Rotary blades
vacuum pump. If for any reason a different setting is required proceed as follows: remove pin cover (see Figure 9), loosen lock
nut “C” and then turn regulator pin “A”. By rotating clockwise the oil delivery will be lower (-), by rotating anticlockwise the oil
delivery will be higher (+). When adjustment has been completed tighten lock nut “C” and screw back the cover.

Figure 9
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KTM 1800 - 2300, WSM 2700 - 3300.
If a different setting is required proceed as follows:

* Unscrew oil filling plug located on oil tank;

* If oil inside oil tank covers the lubrication pump, reduce oil level to half tank by unscrewing oil discharge plug;
¢ Push a screwdriver into the filling oil plug hole and adjust the oil flow;

e Turn the screw clockwise to increase the oil flow;

e Turn the screw anticlockwise to decrease the oil flow (see Figure 10) (this operation must be done for all the lubrication
pump pistons);

* Remove the screwdriver and close the plug.

Figure 10

Automatic lubrication pump
KTM 1800 - 2300, WSM 2700 - 3300.

6.0 - OVERPRESSURE VALVES AND VACUUM ADJUSTMENT VALVES

The following diagram describes the valves as series (O), on demand (X) and not available (-) for each model of Rotary blades vacuum
pump.

VALVOLA REGOLAZIONE VALVOLA SOVRAPRESSIONE VALVOLA SOVRAPRESSIONE

VUOTO 1” 1/2 2” 2”7 1/2
WPT (0] o -
KTS (0] - (0]
KPS X - -
KTM - - -
WSM - - -
O = As standard X = On request - = Not available
Table 4
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C Attention: The system must ALWAYS be equipped with
a vacuum adjustment valve (set at -0.80 bar) and a

overpressure valve (set at 1 bar).

Pressure: the maximum pressure allowed is 2.5 absolute bar (1.5 relative bar).

In order to avoid exceeding this value or to obtain a lower max pressure, an over-
pressure valve, “C”, must be applied, of a size capable of discharging the excess
air delivery. Working pressure 2 absolute bar (1 relative bar).

ENGLISH

Vacuum: a too high vacuum may cause ovality and waviness of the body or
breaking of the blades. It is therefore advisable to use a vacuum regulator valve,
“D”. The abovementioned valves can be mounted on the pumps manifold or on the
manifold cover. The working vacuum grade is -0.80 bar.

Fioure 11 The regulation of the valves is done by acting on the throttle placed on the valve
g (overpressure valve) or action on the nut and locknut (vacuum adjustment valve).

6.1 - SHOVEL VALVE (KPS)

The shovel valve located on the suction line, allows to keep the vacuum created in the tank during
loading operations. The valve also allows to maintain the pressure in the tank during unloading; this
avoids losing pressure during handling at the end of the field when t he PTO is disconnected.

The valve also avoids in case of sudden stops of the cardan shaft that the rotor of the pump places in
counter rotation the hydraulic PTO of the tractor.

6.2 - INTEGRATED AIR FILTER (KPS)

The cartridge air filter (STAINLESS STEEL wire mesh) is integrated into the manifold and works both
in vacuum mode and under pressure, preventing foreign objects from entering into the pump body.

By unscrewing the 4 M 10 screws on the manifold, it is possible to access the filter cartridge, which must
be cleaned regularly with water or gasoline, blowing it with compressed air. Failure to clean the filter
may determine pump overheating and poor performance.

7.0 - TESTING AND RUNNING IN
7.1 - TESTING

All the Battioni Pagani® Rotary blades vacuum pumps are tested before delivery at our factory.

In order to test the Rotary blades vacuum pump check the preceding points, using a workbench if necessary.

if Make sure that the power take-off (PTO) shaft turns freely and that the direction of rotation is the same as the

one indicated by the arrow.

In order to test the Rotary blades vacuum pump check the preceding points, using a workbench if necessary.
Make sure that the power take-off (PTO) shaft turns freely and that the direction of rotation is the same as the
one indicated by the arrow.

7.2 - RUNNING IN

The running in period for the Rotary blades vacuum pump is 30 working hours, during which the functioning parameters must
be reduced by 20%.
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8.0 - START, OPERATION, STOP

8.1 - START

The Rotary blades vacuum pump does not have a start button. Therefore to start it up just transmit motion to the power take-off in a
different way according to the Rotary blades vacuum pump version. Make sure, before the start up, that the Rotary blades vacuum
pump is supplied with lubricating oil in the internal part (and in the gearbox for M and MA, K and KA versions).

and efficient. Any damaged or missing components must be replaced or installed correctly before using the
transmission.
In M, MA, D clean and grease the power take-off before installing the cardanic transmission.

: Before starting the Rotary blades vacuum pump make sure that the guards on all the moving parts are in place

8.2 - OPERATION

Do not use the Rotary blades vacuum pump at pressure higher than those indicated in the table 5. During use
do not exceed the speed and power limits set in this manual. Avoid overloads and under-load functioning of the
power take-off.

Check the following operating parameters.

PARAMETER WORKING RATE WORKING RATE

Speed M, G, K [rpm] 450-500 600

Speed P, D, H [rpm] 1000 (1200 for KPS) 1200 (1400 for KPS)
Speed WSM 2700 - 3300 P [rpm] 800 1000

Speed MA, GA, KA [rpm] 800 1000

Pressure [bar] 05-1 1,5

Vacuum [%] 80 % 95 %

Cylinder external temperature compression side [°C] 60 —70 100

Table 5

SOUND PRESSURE LEVEL LpA (dB)

WPT480 | WPT600 | WPT720 | KTS840 | KTS960 | KTS1080 | KPS490 | KPS550 | KPS 670 | KTM1200 | KTM1500 | KTM1800 | KTM2300 | WSM2700 | WSM3300

70 72 74 74 75 75 75 78 79 76 76 71 71 78 79

Rotary blades vacuum pump noise level at 60% vacuum with silencer at a distance of 7 m in open field conditions.

the Rotary blades vacuum pump . If the material to be sucked density is high, dilute or mix the material. The
working time should be such that the maximum temperature is never reached. Prolonged operation without
interruption may cause damage to the blades as well as overheating.

f Failure to comply with the instructions given in this manual may be dangerous for the user health or may damage
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8.3 - STOP
To stop the Rotary blades vacuum pump, stop the engine and disconnect the power take-off in order to prevent its accidental
operation.

8.4 - CONTROLS DEVICES

To control the intake and compression phases there is a handle, placed on the upper side of the manifold and can be used manually.
To determine in which way turn the handle to select the intake or compression phases follow the instructions provided by the system
manufacturer. In case of gear blocking lift the handle with a lever.

ENGLISH

The intake or compression selection made with the handle must be operated with the Rotary blades vacuum pump
not running.

B

8.5 - PROTECTIVE DEVICES

The Rotary blades vacuum pump, when being installed on a machine, must be equipped with a protective device to
isolate the moving parts of the transmission and prevent access to them by the operators.

B

M, MA, K, KA, D versions are equipped with a CE marked plastic protective device. It insulates and protect of power take-off
shaft when in motion.

It is necessary to protect the Rotary blades vacuum pump to avoid the remote danger of materials projection in
case of heavy breakage.

B

8.6 - PERSONAL PROTECTIVE EQUIPMENT TO BE USED

When operating the Rotary blades vacuum pump, the personal protection equipment prescribed by the machine
manufacturer on which the pump is installed is to be used.

B
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9.0 - TROUBLESHOOTING

PROBLEM

Little vacuum or pressure

CAUSE

Blades are worn

REMEDY

Replace blades

Some blades jammed in rotor

Disassemble the Rotary blades vacuum pump, clean
and wash the rotor, blades, body

Air infiltration or leakage from system

Eliminate infiltrations

Undulated cylinder

Smooth or replace the body

The cartridge filter is dirty

Follow the cleaning procedure

Reversing gear misplaced

Remove reversing gear and position it correctly

Crash protection system (flange down) enabling see
section 3.9.2

Lift the flanges and tighten the flange screws with 55
Nm

Overheating

Excessive pressure

Reduce pressure

Excessive revs rate

Reduce revs rate

The cartridge filter is dirty

Follow the cleaning procedure

Excessive operating time

Reduce operating time

Blades too long

Trim blades to correct size

Lack of lubrication

Check oil level in tank, the oil pump correct
functioning, the oil cock regulation

Cooling system insufficient

Adjust cooling system

Beating against external surface

Revs rate too low

Increase revs rate

Lubricating oil quantity too high/low and not
appropriate

Clean Rotary blades vacuum pump and replace oil

Sewage output from the discharge
curve

Malfunctioning of valves

Check valves

Smoke comes out of discharge tube

Excessive lubrication

Adjust lubrication

Water leaks from blanking caps or
fittings

Insufficient tightening

Tighten until there is no more leakage

No lubricating oil circulation (for
automatic lubrication versions)

Air intake at pipe fittings

Replace pipe fittings

Lubrication tube badly inserted in pipe fittings

Insert lubrication tube correctly

The oil pump chamber contains air

Full the pump chamber with oil

Power take-off does not rotate

Broken blade

Replace blades (check if rotor pin is bent)

A foreign body has entered the Rotary blades
vacuum pump

Remove foreign body

No suction/no compression

The handle is badly positioned

Position the handle correctly

The reversing gear is badly positioned

Position the reversing gear correctly

Rotary blades pump runs backwards

Reverse direction of rotation

All blades jammed

Disassemble the pump, clean and wash blades, rotor
and body

Blades protrude from rotor slots anomalously

Disassemble the pump, clean and wash blades, rotor
and body

The rubber ball closes the overflow valve

Increase passage of air inside valve

[KPS] The plate is locked

Unscrew the cap or vacuum adjustment valve where
present placed on the filter cover and move the plate
downward until releasing or unlocking it

Handle blocking

Pump fills up of extraneous liquid

Disassemble and clean with diesel

Inactivity

Lift the handle with a lever
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10.0 - MAINTENANCE, INSPECTIONS AND CHECKS, REPAIRS,
TECHNICAL ASSISTANCE

When carrying out maintenance operations, inspection and checks, repairs, it is advisable to wear the individual
protection devices listed in this manual.

with the Rotary blades vacuum pump off and with the power take-off disconnected.

ﬁ All maintenance operations, inspections and checks, repairs must be carried out with the greatest attention and

10.1 - CLEANING
10.1.1 - BODY WASHING

If sewage enters the Rotary blades vacuum pump, the inside of the body must be washed immediately, by making it suck in diesel
or fuel oil through the suction pipe with the Rotary blades vacuum pump in compression phase. After this operation make it suck in
oil. The same operation should be carried out when the Rotary blades vacuum pump has to remain inactive for a long time. In this
case it is necessary to disconnect the suction and delivery tube connected to the valves and seal the manifold lid because the gases
that forms inside the tank, pouring in the Rotary blades vacuum pump, cause rust inside the body, which can cause breakage of the
blades when the machinery is restarted.

In order to avoid rust formation, do not use water.

If the body is washed after it is disassembled, it is advisable to carry out a preliminary wash with detergent (e.g. thinner).

10.1.2 - FLUSHING KIT (KPS)

There is a 1/4Gas hole on the intake manifold (closed by a dowel on the standard version), where it is possible to inject diesel fuel
to clean the pump. An optional kit will be provided with plastic tank and tap to place on the tank for such operation. Lacking the kit,
just remove the 1” 1/2Gas cap on the manifold and input the diesel fuel from the top hole, causing it to fall out from the output curve.

10.1.3 - OIL TANK WASHING

Wash the oil tank at least once a year with appropriate detergent.

10.1.4 - VALVES WASHING AND CLEANING
Wash and clean the valves at least once a month, unscrewing them from the Rotary blades vacuum pump and cleaning them with
water or non-corrosive detergents.

10.2 - VALVES CHECKING

Regularly check that all the valves, for both overflow and pressure/vacuum, are still working efficiently.

10.3 - BLADES GENERALITIES

All the Rotary blades vacuum pumps are fitted with special blades. These blades have optimum mechanical characteristic and
considerable resistance to heat and prolonged use.

A part for normal wear, it may be necessary to replace the blades due to incorrect use of the Rotary blades vacuum pump. The most
frequent causes are heat, lack of lubrication, excessive wear, sewage entrance, high pressure or vacuum, or formation of rust inside
the body due to prolonged inactivity.

Too high heat causes bubbles to form on the surface of the blades, increasing their thickness and preventing them from coming out
freely from the rotor slots; the layer of material of which the blade is made may also come apart. Lack of lubrication means the blades
are completely dry like the inside pump. This increases their fragility and causes them to break lengthways.

The same type of breakage can be caused by entrance of sewage or by a too high working pressure or by an excessive wear. A too
high vacuum causes the blades to beat against the cylinder with consequent damage to the outside of the blades. Moreover, the lining
becomes wavy.
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10.3.1 - BLADES INSPECTION

they are the same length as the rotor.

if IMPORTANT: Before inserting the new blades, carefully check their size and, if necessary, shorten them until
(see Table 9).

10.3.1.1 - BLADES INSPECTION WPT - KTS - M - MA

To check the state of wear of the blades in the Rotary blades vacuum pump proceed as follows:

* Remove the threaded inspection plug;

* Turn the rotor until a blade is aligned with the inspection hole;

* Compare the pallet height with the rotor circumference;

* Replace the complete set of blades when the height is below
the circumference of the rotor of 10-15%.

10.3.1.2 - BLADE INSPECTION KPS

* To check the wear of the palettes on the rotary

e vacuum vane pump proceed as follows:

* Compare the height of the pallet with the control circumference indicated on the rotor;
* Replace the complete set of palettes when the height is below the

* Control circumference indicated on the rotor.

Figure 11

10.3.1.3 - BLADES INSPECTION WPT

To check the state of wear of the blades in the Rotary blades vacuum pump proceed as follows:

1) remove the threaded inspection plug (see Figure 11);

2) turn the rotor until a blade is aligned with the inspection hole;

3) measure the distance between the external surface of the rotor and the external side of the blade;

4) if this distance is greater than 10-15% of the original blade height, replace the complete set of blades;
5) screw on the threaded plug to close the inspection hole.

10.3.1.4 - BLADES INSPECTION KTS, KTM, WSM

To check the state of wear of the blades in the Rotary blades vacuum pump proceed as follows:
1) remove the threaded plug with a spanner;

2) insert a rod in the inspection hole (¢ 6 mm max, length 135 mm);

3) rest one end of the rod against the rotor;

4) mark the rod at the level of the inspection hole;

5) turn the rotor until a blade is aligned with the inspection hole;

6) Insert the rod in the blade slot;

7) mark the rod again at the level of the inspection hole (see Figure 14);

8) measure the distance between the two marks on the rod;

9) if this distance is greater than 10-15% of the original height of the blade (see Table 9), replace the complete set of blades;
10) screw on the threaded plug to close the inspection hole.
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Figure 14

10.3.2 - BLADES REPLACEMENT

1. Check that there is sufficient space at the back of the Rotary blades vacuum pump to be able to work easily; if there is not,
the Rotary blades vacuum pump should be taken off its support beforehand;

. Remove the back;

. Extract the blades from the rotor;

. Clean the Rotary blades vacuum pump;

. Replace the blades and the gaskets and the oil seals of the rear flange;
. Re-fit the back of the Rotary blades vacuum pump.

N N AW

. Use only Battioni Pagani® e original spare parts

Request the Rotary blades pump revision kit containing in a single blister pack: Original Battioni Pagani®
blades, gaskets and oil seals.

10.3.3 - BLADES DIMENSION

mopeL  NUMBEROF o \pEssize NUMBER OF

BLADES MODEL BLADES BLADES SIZE

WPT 480 6 300x73x7,5 KPS 550 5 410x82,5x7.,5
WPT 600 6 400x73x7,5 KPS 670 5 500x82,5x7,5
WPT 720 6 S00x73x7.5 KTM 1200 6 529x98x7,5

KTM 1500 6 639x98x7,5
KTS 840 6 500x80x6,7

KTM 1800 6 555x125x7,5
KTS 960 6 570x80x6,7

KTM 2300 6 650x125x7,5
KTS 1080 6 640x80x6,7 WSM 2700 6 678x128x7.5
KPS 490 5 460x60x6,5 WSM 3300 6 828x128x7.5

Table 9

IMPORTANT: Make sure that the blades received for replacement are of less or equal length to the
nominal size shown in Table 9.

10.4 - RUBBER BALL REPLACEMENT

1. Unscrew and lift the valve holder lid (WPT and KTS series)
2. Replace the rubber ball;
3. Close the valve holder lid (WPT and KTS series)
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10.5 - GEARS REPLACEMENT (M-MA, K-KA VERSIONS)
1. Unscrew the screws of the gearbox cover;

2. Use two screws to screw into the threaded extraction holes until the cover is removed;
3. Take out the gear with splined shaft using an extractor if necessary;

4. For the pinion: unscrew the self-locking nut, use an extractor or a press.

10.6 - TECHNICAL SUPPORT

Contact Battioni Pagani® authorized distributors for technical assistance or accessories and spare parts supply.

10.7 - REGULAR SERVICING
SERVICING TO BE CARRIED OUT HOW TO PROCEED FREQUENCY

Check oil circulation View the control lights Once a day

* Open the filter cover on the collector through the 4
eyebolts;

e remove the cartridge;

Check / clean the filter cartridge * clean with water and / or compressed air preventing the | Once a week
dirt from falling inside the collector

* move the plate to verify proper operation

* reassemble all parts

Check oil level in tank Use the oil level outside the tank Once a week

Check that the over-pressure and vacuum

. Remove valves Once a month
regulator valves are working correctly
Check that the overflow valves are working Remove valves Once a month
correctly
Lubricate power take-off . . L .
(M- MA - K - KA - D) Oil Power take-off with brush and lubricating oil Once a month
Wash and clean the valves Remove valves Once a month
Check wear of blades Remove threaded plug Every 300 working hours
Wash oil tank Remove tank Once a year

Cleaning with “Flushing Kit”, enter “Flushing Fluid” (after

Wash body internall washing only lubricate) and dispose of the products and Whenever sewage enters or
y y the cleaning residues adhered to the rules laid down for oil | when inactive for a long time
chemicals
Wash lubrication pump Use a brush and compressed air Once a year or for prolonged

inactivity
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11.0 - PUTTING OUT OF SERVICE AND DEMOLITION

Before demolishing the Rotary blades vacuum pump the following materials should be separated:

ENGLISH

* lubricating oil;
* parts in rubber and plastic;
e parts in cast iron and steel;

and disposed of correctly.

Do not discard the Rotary blades vacuum pump in the environment.

For disposal of the lubricating oil make use of specialised treatment services.
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